200 






START 






V 




POWER UP CO AND 




RT MODEMS 





202 



I 



O 
.A. 



DEACTIVATE ALL CO 
MODEMS 



ESTABLISH 
COMMUNICATION 
LINKS BETWEEN CO 
AND RT 



I 



ACTIVATE ALL RT 
MODEMS 



204 



206 



208 



210 




CO TRANSFERS 
WAKE-UP TIME LIMIT 
Twu TO RT 




RECORD NEXT — 
BETWEEN RT TARGET 
MODEM AND UP TO n RT 
DISTURBER MODEMS 
WITHIN RTwu 



DEACTIVATE ALL RT 
MODEMS 



ACTIVATE ALL CO 
MODEMS 



212 




RECORD NEXT BETWEEN 
TARGET MODEM AND 
UP TO n CO DISTURBER 
MODEMS WITHIN COwu 





400 



402 






START 






V 




POWER UP CO AND 




RT MODEMS 





I 



ESTABLISH 
COMMUNICATION 
LINKS BETWEEN CO 
AND RT 



404 



406 



408 



409- 



410 



412- 




CO TRANSFERS 
WAKE-UP TIME LIMIT 
T WU TO RT 



DEACTIVATE ALL RT 
MODEMS 



SET CO TARGET MODEM 
TO RECEIVE ONLY 



ACTIVATE ALL OTHER CO 
MODEMS 



^RECORD NEXT BETWEEN 
CO TARGET MODEM AND 
UP TO n CO DISTURBER 
MODEMS WITHIN COwu 



® 



DEACTIVATE ALL 
CO MODEMS 




416 



SET RT TARGET MODEM. 
TO RECEIVE ONLY 



418 



ACTIVATE ALL OTHER RT 
MODEMS 



419 



420 



RECORD NEXT 
BETWEEN RT TARGET 
MODEM AND UP TO n RT 
DISTURBER MODEMS 
WITHIN RTwu 



422 




YES 



-414 



MORE CO 
DISTURBERS TO 
BE MEASURED 
WITHIN COwu? 



NO 



Fig. 4 



500- 



502- 



START 



MEASURE NATIVE MODEM 
PERFORMANCE 
AT STEADY STATE 



INSERT FOREIGN 
MODEM INTO 
MODEM POOL 



504- 



I 



ASSIGN PROBE FOR 

EACH NATIVE 
MODEM TO FILTER 
FOREIGN MODEM 
NEXT 



506- 




ACTIVATE FOREIGN 
MODEM AT MAX 
DATA RATE AND 
MIN POWER 



508 



516 



PROBES FILTER 
FOREIGN MODEM 
NEXT 



NO 



SYNCHRONIZE 
MODEM 



INCREASE 
FOREIGN MODEM 
POWER LEVEL 



510 




FIN 



SH 



511 



MEASURE NATIVE 
MODEM 
PERFORMANCE 



512 




YES 



518 



DEACTIVATE 
FOREIGN MODEM 



Fig. 5 



START 



600 



602 



604 



.MEASURE NATIVE MODEM 
PERFORMANCE 
AT STEADY STATE 



INSERT FOREIGN 
MODEM INTO 
MODEM POOL 



606 



I 



NO 



ASSIGN PROBE FOR 

EACH NATIVE 
MODEM TO FILTER 
FOREIGN MODEM 
NEXT 



608 



ACTIVATE FOREIGN 
MODEM AT MAX 
DATA RATE AND 
MIN POWER 



616 



PROBES FILTER 
FOREIGN MODEM 
NEXT 



IS FOREIGN 
MODEM AT 
NORMAL 
POWER? 



YES 



SYNCHRONIZE 
MODEM 



FINISH 



INCREASE 
FOREIGN MODEM 
POWER LEVEL 




611 



MEASURE NATIVE 
MODEM 
PERFORMANCE 



SYNCHRONIZE 
MODEM 

z 




YES 



612 



SET FOREIGN 
MODEM TO 
PREVIOUS POWER 
LEVEL 



Fig. 6 



